




















E2X-S D Install Tips

The default SD! output (black connector) is set to: EX-SDI 2.0

COMPATIBILITY

While EX-SDI, HD-SDI and Analog share the same type of
cable and connectors, that is where the similarities end.

« EX-SDI will not work on Analog only DVRs
« EX-SDI will not work on C_VI, T_VI, A_HD DVRs
« EX-SDI will not work on HD-SDI only DVRs

When making video connections, ensure the correct BNC
connector is used (BLACK Connector is EX-SDI, GREEN
Connector is Analog).
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*Lite Series Cameras: Analog is Yellow & Silver Connector.

DISTANCES

The camera is defaulted to EX-SDI 2.0, which is capable of
transmitting video up to 1,400 over RG59 coax cable.

Distances will vary depending on coax integrity.

HDSDi  275Feet

EX-SDI 800 Feet

EX-SDIEE 1400 Feet

Cable splices, improper BNC termination, damaged
shielding, kinks and severe bends in the cable will reduce
the possible distance of the video fransmission.

*Greater distances are possible using RG6 Quad-Shield cable.

UCG - Universal Coax Comm.

For UCC to function, SDI Output from the camera must be set
to EX-SDI 2.0 & connected DVR must be EX-SDI 2.0/UCC
compatible. The ID & Baudrate must match on Camera and
DVR.

To change the ID & Baudrate of the camera: Enter the camera’s
OSD menu- then access the SERIAL Menu and scroll to CAM ID
and/or BAUDRATE to set the desired settings.

SERIAL

CAMID 1
ID DISPLAY

OFF
BAUDRATE 9600
RETURN d

If set to HD-SDI or EX-SD11.0, UCC may NOT function.

*Refer to DVR manual to adjust ID & Baudrate settings.

**Depending on DVR model, there may be an option for UCC
Type (A/B). For most 2MP cameras select Type B.

To change the digital video output of the camera (SDI Output):
Enter the camera’s OSD menu- then access the SYSTEM Menu
and scroll to SDI Output and move left or right to change to the
desired output.

SYSTEM

SDI OUTPUT
FRAME RATE
VIDEOSYS

EX-SDI 2.0
1080 30p
NTSC

OFF

ENG

OFF

ON®

CVBS FILTER
LANGUAGE
CAMTITLE
RESET
RETURN «

HD-SDI / EX-SDI1.0 / EX-SDI 2.0

*Refer to camera OSD manual for more information.

If you need further help call Clinfon Electronics Technical Support at 800-549-6393.

*Information in this document is subject to change without notice
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